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- - - L — 6. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ROUTING AND PROPERLY
o - e - | - Y\G LABEL ING ALL SIGNAL CABLES. THE SHA SIGNAL SHOP WILL BE.
n S S — | T RESPONSIBLE FOR ALL INTERNAL CABINET WIRING.
~ - S 1 | m . 7. PLACE THE 24 IN. WIDE DETECTABLE WARNING SURFACE ALONG THE
| B o X (T E%&Dggﬁ%s%gg g?ggzgmggsms RAMP. THE MAT SHALL NOT
. L PEPCO : i 785445 .
B e EXISTING _SIGNS e ~ 8. THE CONTRACTOR IS TO REMOVE THE CONCRETE SIDEWALK OR
S S TO BE REMOVED . 29a @/ BITUMINOUS PAVEMENT AND REPLACE IT TO ITS ORIGINAL LAYQUT.
o 6a 51, - - c 9. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR
o 42 43 N B TO INSTALLING PROPOSED SIGNAL EQUIPMENT. IF ANY UTILITY
’ - . CONFLICTS SHOULD ARISE THE CONTRACTOR SHALL CONTACT THE

PROJECT ENGINEER.

10.ALL TRAFFIC SIGNAL FOUNDATIGNS SHALL BE INSTALLED AT THE.
FINAL SIDEWALK OR CURB GRADE FOR CLOSED SECTIONS. HIGHEST
ROADWAY PROFILE GRADE FOR OPEN SECTIONS, TO MEET CLEARANCES
AS SPECIFIED IN MD 816.03, MD 818.01., MD 818.02, MD 818.04.
THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR TO THE
INSTALLATION OF ALL SIGNAL EQUIPMENT.

11.THE CONTRACTOR SHALL CENTER THE PROPOSED CROSSWALKS WITH

CONSTRUCTION DETAILS

A, USE EXISTING BASE MOUNTED- CABINET
B. -USE EXISTING HANDHOLE -

- C. USE EXISTING CONDUIT
D. USE EXISTING SPAN WIREL

E. INSTALL 10 FT. BREAKAWAY PEDESTAL POLE (CUT TO 5 FT.) WITH FOUNDATION, ACCESSIBLE THE EXISTING RAMPS.
PUSHBUTTON, AND SIGN R10-4(1)MOD “PUSH BUTTON TO CROSS GEORGIA AVENUE”. CUT., CLEAN, 12 . ALL PAVEMENT MARKINGS SHALL BE INSTALLED IN ACCORDANCE TO
GALVANIZE AND CAP PEDESTAL POLE. (NOTE: 1 — 3 IN. PVC 90 DEGREE BEND) (SEE NOTE 9) . THE MDSHA STANDARDS.
F. REMOVE EXISTING PUSHBUTTON AND PEDESTRIAN SIGNAL HEADS. AND INSTALL TWO NEW 13.ALL ACCESSIBLE PEDESTRIAN EQUIPMENT SHALL BE DELIVERED TO
- LED COUNTDOWN PEDESTRIAN SIGNAL HEADS. ACCESSIBLE PUSHBUTTON., AND SIGN MONTGOMERY COUNTY FOR_TESTING AND PROGRAMMING PRIOR TO
_ R10-4(1)MOD “PUSH BUTTON TO CROSS RANDOLPH ROAD” éﬁ%&é&hﬁ;éON' CONTACT MR. KEITH LORD AT 301-279-1291 10
G. REMOVE EXISTING PUSHBUTTON AND PEDESTRIAN SIGNAL HEADS. FILL VOIDS WITH APPROVED MATERIAL. .
‘ . 14.WITHIN 36 IN. OF UNDERGROUND UTILITY LOCATIONS., THE
H. REMOVE EXISTING PUSHBUTTON AND PEDESTRIAN SIGNAL HEADS. AND INSTALL A NEW LED "4 CONTRACTOR SHALL BE REGUIRED TO EXCAVATE FOR FOUNDATION

COUNTDOWN PEDESTRIAN SIGNAL HEAD. ACCESSIBLE PUSHBUTTON, AND SIGN R10-4(1)MOD

AND CONDUIT -BY HAND.

15.SEE GENERAL INFORMATION SHEET FOR PEDESTAL POLE AND APS
DETAIL LAYOUT.

16.THE CONTRACTOR SHALL CONTACT MCDPWAT TMC AT .

- 240-777-2100, 72 HOURS PRIOR TO MARK UNDERGROUND -
SIGNAL EQUIPMENT.

17.THE CONTRACTOR MUST COORDINATE THE PROPOSED APS PEDESTAL

. “PUSH BUTTON TO CROSS RANDOLPH ROAD”
J.. INSTALL 10 FT. BREAKAWAY PEDESTAL POLE WITH FOUNDATION, NEW LED COUNTDOWN
- PEDESTRIAN SIGNAL HEAD, ACCESSIBLE PUSHBUTTON, AND SIGN R10-4(1)MOD “PUSH BUTTON TO
- CROSS GEORGIA AVENUE OR RANDOLPH ROAD”. (NQTE: 1 - 3 IN. PVC 90 DEGREE BEND) (SEE NOTE 9)
K. INSTALL 6 FT. X 30 FT. LOCP DETECTOR ENCASED IN 174 IN. FLEXIBLE TUBING -
(3-6—3 TURNS) QUADRUPOLE TYPE

Lo

POLE LOCATIONS WITH THE CONSTRUCTION OF THE_PROPOSED

INSTALL 6 FT. X 6 FT. LOOP DETECTOR ENCASED IN 1/4 IN. FLEXIBLE TUBING (4 TURNS)
M. INSTALL 1 IN. LIQUID-TIGHT FLEXIBLE NON-METALLIC CONDUIT FOR DETECTOR SLEEVE SIDEWALK RAMPS. REFER TO DETAIL SHEETS IN THE IFB FOR
N. égggébktéz(égE gg%EEZLEAD FREE REFLECTIVE THERMOPLASTIC PAVEMENT MARKING FOR PROPOSED RAMP STANDARDS, STATIONS. AND. OFFSETS.
. ) )
0. INSTALL 24 IN. WHITE LEAD FREE REFLECTIVE THERMOPLASTIC PAVEMENT MARKING FOR STOPLINE STATE OF MARYLAND
P. INSTALL 24 IN. DETECTABLE WARNING SURFACE (SURFACE APPLIED) (SEE-NOTE 7) DEPARTMENT OF TRANSPORTATION
Q. INSTALL 3 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT — TRENCHED (SEE NOTE 8) STATE HIGHWAY ADMINISTRATION

R. ABANDON EXISTING. LOOP DETECTOR | : :
S. REMOVE EXISTING PAVEMENT MARKINGS GENERAL_NOTES

T. REMOVE GROUND MOUNTED SIGN o . Y TH
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